
Basınç
Pressure(bar)

Sıcaklık
Temperature (°C)

Hız
Speed (m/s)

Yoğunluk
Density(g/cm )3 pH

15 100 150 -150 +260 10 2 1.15~1.35 0~14

Ölçü Tablosu
Dimension Table

Size(mm) 5 6 8 10 12 14 15 16 18 20 25

Appr. g/m 32
  

45
  

80
  

125
  

 180
  

 245
  

282
  

 320
  

405
  

500
  

782
  

ÖZELLİKLER 
Bu yumuşak salmastra, tamamen saf PTFE film
şeritlerinden bükülerek elde edilen PTFE
ipliklerinden örülmüştür ve herhangi bir ek
yağlayıcı içermez. Genellikle statik sızdırmazlık
uygulamalarında kullanılır.

UYGULAMA ALANLARI
Su, atık su, buhar, gazlar, organik ve inorganik
asitler, agresif kimyasallar, petrol türevleri, deniz
suyu, gıda, ilaç prosesleri ve hijyenik ortamlar için
uygundur.

TECHNICAL FEATURES 
The soft packingis braided from PTFE yarns
which are twisted from pure PTFE film
strips,without any additional lubricant. Mainly
used for static sealing applications.

APPLICATIONS
Suitable for water, wastewater, steam, gases, organic
and inorganic acids, aggressive chemicals, petroleum
derivatives, seawater, food and pharmaceutical
processes, and hygienic environments.
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Fiyat ve detaylar için QR kodu tarayın. Kod küçükse, lütfen yakınlaştırınız.
Scan the QR code for price and details.If the code is small, please zoom in.


