
RTMR-D/RTMR-DB

ÇALIŞMA LİMİTLERİ
Şaft Ölçüsü: d1=20…200 mm
Sıcaklık: T=-20…200 °C
Basınç: P1=14 bar (23 bar)
Çevresel Hız: Vg=10 m/s

ÖZELLİKLER Çift Salmastra
Üstten, Yandan ve Alttan Tahrikli
Ekipmanlar için Balanssız
Dönme Yönüne Bağımsız Flanş
Soğutmalı Kartuş Ünitesi

AVANTAJLAR
Standardizasyon için İdeal Salmastralardır
Rulmansız veya Rulmanlı Olabilir

OPERATING RANGES
Shaft Diameter: d1=20…200 mm
Temperature: T=-20…200 ° C
Pressure: P1=14 bar (23 bar)
Sliding Velocity: Vg=10 m/s

TECHNICAL FEATURES
Double Seal
Used for Top,Lateral Entery Drives
Unbalanced
Independent of Rotation Direction
With Cooling Flange
Cartridge Unit

ADVANTAGES
-An Ideal Seal For Standardizations
-Available With or Without Bearing



1.Döner Eleman / Rotary Seal

2.Sabit Eleman / Stationary Seat

3.Atm.Döner Eleman / Atm.Rotary Seal

4.Atm.Stationary Seat / Atm.Stationary Seat

5,6,8.Keçe / Lip Seal 

7.Rulman / Bearing 

9.Montaj Pulu / Assembly Fixture

10.Sıkma Bileziği / Clamping Ring

Fiyat ve detaylar için QR kodu tarayın. Kod küçükse, lütfen yakınlaştırınız.
Scan the QR code for price and details.If the code is small, please zoom in.




