
Basınç
Pressure(bar)

Sıcaklık
Temperature (°C)

Hız
Speed (m/s)

Yoğunluk
Density(g/cm )3 pH

25 150 200 -150 +260 15 2 1.45~1.65 2~12

Ölçü Tablosu
Dimension Table

Size(mm) 5 6 8 10 12 14 15 16 18 20 25

Appr. g/m 39
  

56
  

100 155
  

224
  

304
  

349
  

397
  

503
  

620
  

969
  

ÖZELLİKLER 
YS3500 Salmastra, grafitli PTFE ipliklerden
örülüp köşelerinde aramid (Kevlar) ile takviye
edilmiştir. Daha iyi kayganlık, ısıl iletkenlik sunar
ve yüksek basınçlı ortamlara uygundur.

UYGULAMA ALANLARI
İnert gazlar, yağlar, aşındırıcı ve partiküllü
ortamlar, bulamaçlar, nötr çözücüler, çamurlar,
öğütme ortamları ve hamur kıvamlı akışkanlar ile
uyumludur.

TECHNICAL FEATURES 
The packing is braided from graphited PTFE yarns,
reinforced with aramid (Kevlar) at the corners. It
offers better lubricity, thermal conductivity, and is
suited for high-pressure environments.

APPLICATIONS
Compatible with inert gases, oils, abrasive and
particulate environments, slurries, neutral solvents,
muds, grinding media, and dough-like fluids.

YS3500-Zebra Desenli Salmastra  
               
               

Zebra-Patterned Packing

Fiyat ve detaylar için QR kodu tarayın. Kod küçükse, lütfen yakınlaştırınız.
Scan the QR code for price and details.If the code is small, please zoom in.


