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Tekli Salmastra Single Seal 1.4.Pul / Thrust Ring
Balansli Balanced 'I.5.Yay/Sp|.'ing
Konik Yayli Conical Spring 2.1.G-9 Sabit Eleman / Seat Face

Donme Yonune Bagimli
Kademeli Saftlar icin
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TECHNICAL FEATURES

Directional Seal
For Stepped Shafts

1.1.Déner Eleman YUzeyi / Seal Face
1.2.D6ner Eleman Kovani / Seal Face Holder
1.3.0-Ring

2.2.0-ring

RT-H12 Montaj Olciisii / Installation Dimension
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EN 12756 - DIN 24960 EN 12756 - DIN 24960 14 [ 10 [ 24 [ 7 21 18 | 255 | 10
16 12 | 26 | 19 23 | 18 |265] 10

.. . 18 14 3 21 25 | 18 | 295] 10

CALISMA LIMITLERI OPERATING RANGES o1 6321 =127 8 & 0
Saft Capi (Shaft) 10-80 mm 22 18 36 | 27 | 33 | 20 [325]| 15
Basing (Pressure) 25 bar 24 [ 20 ] 38 | 29 | 35 | 20 ] 325 | NS
26 | 22 | 397 ] & 37 | 20 | 225 ns

Sicaklik (Tem peratu re) -50 to +220 °C 28 24 42 33 29 20 325 | 15
Hiz (Speed) 15 m/s 30 | 25 | 44 | 34 [ 40 | 20 [ 335 | n5
Eksenel (Axial) +10 mm 33 | 28 | 47 | 37 | 43| 20 | 355]| M5
35 | 30 | 499 | 39 | 45 | 20 | 355 | M5

38 | 32 | 54 | 42 | 48 | 20 [ 395 | 115

BiLE$EN MALZEMELERI COMPONENT MATERIALS 38 | 33 | 54 | 42 | 48 | 20 | 395 | 15
Doner Eleman (Seal Face) Car, SiC 50 ) 35 | 56 | 44 | 50 ] 20 | 455 | N
_ 43 | 38 | 59 | 49 | 56 | 23 | 46 | 14

Sabit Eleman (Seat) Car, CrNi, SiC 45 | 40 61 5] 58 >3 | 48 14
Elastomerler (Elastomers) FKM, NBR, EPDM 48 | 43 | 64 | 54 | 6l | 23 | S | 14
50 | 45 | 66 | 56 | 63 | 23 | 55 | 14

. 53 | 48 | 69 | 59 | 66 | 23 | 55 | 14
SABIT ELEMANLAR STATIONARY SEATS 55 50 7 62 70 25 58 15
G-9 Same as Left 58 | 531 78| es | 73| 25 | 60 | 15
60 | 55 | 79 | 67 | 75 | 25 | 60 | 15

63 | s8 | 83 | 70 | 78 | 25 | 60 | 15

UYGULAMA ALANLARI APPLICATIONS 65 | 60 |845] 72 | 80 | 25 | 60 | 15
Kimya Endustrisi Chemical Industry 68 | 63 | 88 | 75 | 8 | 25 | 60 | 15
70 | 65 | 895 | 77 | 85 | 25 61 15

Su ve Atik Su Water and Waste Water =170 198 & o213 s
Sicak Su Hot Water 80 | 75 [ 103 | 88 [ 97 [ 28 [ es | 18
85 | 80 | 109 | 95 | 105 | 28 | 68 | 182

Not: Sicak su uygulamalarinda G-115 tip sogutmali sabit eleman kullanilir.

Note: For hot water applications, a G115 type cooled stationary seat is used.
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