
EN 12756

G-9, G-16

EN 12756

18-100 mm

25 bar

-50 to +200 °C

20 m/s

± 0.5 mm

Car

Pulp and Paper Industry

Water and Waste Water
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RT-HJ92

1.5 2.22.11.3 1.11.21.41.6

d1 d3 d6 d7 l1k l7 l3

18 32,0 27,0 33,0 37,5 7,0 30,5

20 29,0 35,0 37,5 7,0 30,5

22 36,0 31,0 37,0 37,5 7,0 30,5

38,0 33,0 39,0 7,0 33,0

25 39,0 7,0 33,0

28 37,0 7,0 35,5

30 39,0 7,0 35,5

32 7,0 35,5

33 7,0 35,5

35 50,0 7,0 35,5

38 56,0 8,0 37,0

56,0 51,0 58,0 8,0 37,0

59,0 61,0 8,0 37,0

61,0 56,0 63,0 8,0 37,0

59,0 66,0 8,0 37,0

50 66,0 62,0 70,0 9,5 38,0

53 69,0 65,0 73,0 9,5 38,0

55 71,0 67,0 75,0 9,5 38,0

58 78,0 70,0 78,0 52,5 10,5

60 80,0 72,0 80,0 52,5 10,5

63 83,0 75,0 83,0 52,5 10,5

65 85,0 77,0 85,0 52,5 10,5

68 88,0 81,0 90,0 52,5 11,0

70 90,0 83,0 92,0 60,0 11,5

75 99,0 88,0 97,0 60,0 11,5

80 95,0 105,0 60,0 11,5

85 109,0 100,0 110,0 60,0 11,5

90 105,0 115,0 65,0 13,0 52,0

95 119,0 110,0 120,0 65,0 13,0 52,0

100 115,0 125,0 65,0 13,0 52,0




